
 

 

 

 

 

 

 
 

 

 

 

 

 
P. O. Box No.: 23097, Sharjah, U.A.E |Main Office Tel. No. +971-6-5338277, Fax No. : +971-6 -5332868 

Branch Tel No.: +9716-5439350,|E-mail: narex@emirates.net.ae;  narexind@eim.ae;   www.narexuae.com 
1 | P a g e  

 
 

NAREX INDUSTRIAL MACHINERY L.L.C. 
 

 
 

 

 

 

 

 
  

 

CHOOSE WISELY 

DRILLING & MILLING MACHINE 

MODEL : ZX7550CW 
 

 
MACHINE DESCRIPTION: 

The machine is used for cutting metals and non-metals. It’s suitable to drill, mill, bore and widely use in the 

field for instrument, machining, repairing for cutting a single part or a batch. 
 

 
Drilling creates a round hole in a workpiece. A 

drill press or tapping machine is designed for 

drilling, but this process can also be 

performed using a milling machine 

 

 
Milling operations involve using multi-point 

rotary cutters to remove material from a 

workpiece. 
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CHOOSE WISELY 

 

TECHNICAL PARAMETERS: 
 

DRILLING & MILLING MACHINE 

Model No : ZX7550CW 

Brand Name                         : “WEIDA” 

Max. Drilling Diameter : 50mm 

Max. Horizontal Milling Diameter : 100 mm 

Max. Vertical Diameter : 25 mm 

Max. Tapping Diameter : M16 

Max. Boring Diameter : 120 

Spindle taper  : M.T.4   

Spindle Speed Number  : 8, 9 / 9, 9 / 8, 9 

 

 

Spindle Speed Range  50 /60 HZ 

                                                                  

: 230-1825 (276-2190)  

  60-1350 (72-1620) 

: 220- 2400 (270-2950)  

  60-1350 (72-1620) 

: 115-1750 (140-2100)  

  60-1350 (72-1620) 

Distance between spindle & surface of column   : 200 -700 

Distance between spindle & table : 100 – 480 

Distance between the axis of Spindle & table : 0 - 380 

Spindle Travel : 120 mm 
 

Table Size 
: 800 * 240  

:1000 * 240  
 

Table travel  
: 400 * 230  

: 600 * 230  

 

Motor Power 

: YD100L-8/4    0.85/1.5Kw 

: Y90L-4   1.5kw  

: YL901-4  1.5kw (1PH) 

Overall Size                                         : 1120 x 1060 x 2035 

Net weight                                           : 970kg 

Brand new : China 

 

 

 


