(% NAREX INDUSTRIAL MACHINERY L.L.C.

CHOOSE WISELY

LATHE MACHINE
MODEL: C6256 x 3000

MACHINE DESCRIPTION :

Lathe Machine is a machine tool that is used to remove metals from a workpiece to give a
desired shape and size. This Lathe Machines are used in metalworking and parts reclamation.
The various other operations that you can perform with the help of Lathe Machine can include
sanding, cutting, knurling, driling, and deformation of tools that are employed in creating
objects which have symmetry about the axis of rotation.

WORKING PRINCIPLE :
= Latheis a machine tool which holds the worpiece between two rigid and strong supports
called center or in a chuck or face plate which revolves. The cutting tool is rigidly held
and supported in a tool post which is fed against the revolving work. The normal cutting
operations are performed with the cutting tool fed either parallel or at ight angles to the
axis of the work.
» The cutting tool may also be fed at an angle relative to the axis of work for machining
tapers and angles.
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TECHNICAL PARAMETER :

LATHE MACHINE

Model Number : C6256 x 3000
Brand name : “NARVIK”
CAPACITY

Swing Over Bed : ¢ 560mm
Swing Over Cross Slide : ¢ 355mm
Swing in Gap Diameter x Width : 735 x170mm
Height of Center : 280mm
Distance Between Centers : 3000mm
Width of Bed :350mm
Cutting Tools Max. section 125 x25mm
Total Travel of Cross Slide :316mm

Total Travel of Top Slide : 130mm
HEADSTOCK

Spindle Bore - 80mm
Spindle Nose :D1-8

Spindle Morse Taperin Nose , in Sleeve :M.T.No.7
Spindle Speeds Number 212

Spindle Speeds Range :25-1600 r.p.m

THREADS AND FEEDS

Lead screw Diameter & Thread

: @ 40mmx4T.P.l or Pitch 6mm

Threads Imperial Pitches

:2-112 T.P.I (60n0s)

Threads Metric Pitches

:0.2-14mm (47nos)
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Diametrical Pitches :4-112D.P (50Nn0s)
Module Pitches :0.1-7M.P. (39n0s)
Longitudinal feeds Imperial :0.002"-0.0612"/Rev (35n0s)
Longitudinal feeds Metric :0.059-1.646mm/Rev(35n0s)
Cross- feeds Imperial :0.00048"-0.01354" (35n0s)
Cross feeds Metric :0.020-0.573mm (35n0s)
TAILSTOCK
Total Travel of Tailstock Quill : 180 mm
Tailstock Quill Diameter :d 75mm
Taper in Tailstock Quill :M.T.No.5
MOTOR
Spindle Drive Motor : 7.5KW (10HP) 3PH
Coolant Pump Motor : 0.1KW (1/8HP)
WEIGHT AND MEASURES
Machine Space Required (L x W x H) 1434 x 115 x 146 cm
Packing size Dimension (L x W x H) 1440 x115x 174 cm
Net weight : 3430 kg.
Gross weight : 4000 kg.
Brand New : China

] bramch el No-: 197165459550 | Emcil narex@emiratesnet ae: narexind@eim.ae:  wiw.narexuae.com

CHOOSE WISELY 3|Page



K

CHOOSE WISELY

NAREX INDUSTRIAL MACHINERY L.L.C.

__________________________

COOCLANT S

TR A AAAAA

Copynight © 2007 CustomPartNet

THREADING CUTTING

Ram or
Tailstock —
Spindle

Clamp Bolt or Binding Lever—
Ram Lock -

\ S
K TAILSTOCK

l\

\\ GROUND & HARDENED BED J

VARIOUS OPERATIONS :

____ ¥ Depth

¥ of cut
Feed, f —— Tool

{a) Straight turning
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(d) Turning and
external grooving

(g) Cutting with
a form tool

(j) Cutting off
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(b) Taper turning
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(e) Facing

(h) Boring and
internal grooving

(k) Threading
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{c) Profiling
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(f) Face grooving

i) Drilling

Workpiece

(I) Knurling
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