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NAREX INDUSTRIAL MACHINERY L.L.C. 
 

 
 

 

 

 

 

 
  

 

CHOOSE WISELY 

 
 

CO2 LASER CUTTING MACHINE 

MODEL : LC1325M-280W – RECI 

 

  

 

 

 

 

APPLICABLE MATERIALS & CUTTING SAMPLES: 
Wood, Clothing fabrics, leather, paper, acrylic and other non-metal materials. 
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NAREX INDUSTRIAL MACHINERY L.L.C. 
 

 
 

 

 

 

 

 
  

 

CHOOSE WISELY 

TECHNICAL CONFIGURATIONS: 
 COMPONENT DESCRIPTION BRAND / ORIGIN 
 

 

 

RECI LASER TUBE  

 

 

Its photoelectric conversion 

efficiency is high, the laser 

output power density is high, 

the beam is concentrated, 

and the spot is uniform. The 

engraving/cutting speed is 

fast and the engraving line is 

deep and narrow with high 

resolution. The work life of 

laser tube is long and the 

fault rate is low. 

 

 
G-WEIKE 

       

      
 

 

CO2 LASER 

HEAD 

 

 
 

CO2 Laser Cutting 

Technology. High Speed, 

High Thickness, Lower Cost 

of Consumables. 

 

 

 
G-WEIKE  

 

 

 

OPTICAL LENSE 

 

(II-VI OPTICAL 

SYSTEM) 

 

 

High durability and High 

sharpness gold-plated lenses 

and focusing aspheric lenses 

manufactured by II-VI Optical 

System Company. These 

lenses not only ensure the 

high quality of the device, 

but also long-term efficiency 

and low handling costs of the 

optical system 

 

 

 

 
AMERICA 

 

 

 
 

 

DOUBLE WORK 

PLATFORM 

 

Can install double work 

platform, both blade work 

table and honeycomb work 

table, can use to do both 

cutting and engraving 

 

 
G-WEIKE 

 

 
 

 

ELECTRONIC 

COMPONENT 

 

 

 

Highly responsive electrical 

components for smooth 

operation.  

 
 

 
JAPAN 
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CHOOSE WISELY 

 

 
 

 

CONTROL PANEL 

 

Easy to operate CNC  Panel 

with the thickness and 

material setting 

 

 
G-WEIKE 

 

 
 

 

GUIDE RAIL 

 

Linear guide design, 

carrying capacity. Long-life 

high-speed, high precision 

and smooth linear motion. 

 

 
TAIWAN 

 

 

 

 

HIGH 

EFFICIENCY AIR 

FILTER  

 

(THREE –STAGE)  

 

Environmental protection 

without pollution. Three-stage 

Filtration. 

1.) Bag filtration of large 

particles. 

2.) HEPA filtration of particles 

larger than that of 0.03um 

3.) Active Environment 

Carbon absorbs of smoke 

and dust odor. 
 

 

 
G-WEIKE 

 

 
 

 

COOLING 

SYSTEM 

 

(CW5200) 

 

Water chiller of Fiber cutting 

machine’s water system 

adopts double temperature 

water chiller, one is cooling 

laser and the other is 

cooling cutting head 
 

 

 
G-WEIKE 

 

 
 

 

FUME 

EXTRACTOR 

 

To properly exhaust fumes 

and smoke from the laser 

cutting process 

 

 
G-WEIKE 
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NAREX INDUSTRIAL MACHINERY L.L.C. 
 

 
 

 

 

 

 

 
  

 

CHOOSE WISELY 

RELATED PARAMETERS :  

Laser Type : Sealed CO2 Laser Tube 

Laser Power : 280W Reci 

Cutting area : 1300 x 2500mm 

Whole machine size : 3600 x 1850 x 1300 mm 

Cutting speed : 20mm/min 

Resetting positioning accuracy : ±0.05mm 

Working voltage : 220V±10%,50-60Hz 

Gross Power   : 10Kw 

Operating temperature : 0 - 45ºC 

Operating humidity1 : 5 – 95% 

CBM (m³) : 7CBM 

Net Weight : 1500 kg 

Working mode : Continuous 

Brand New                                            : China  

 

 

280W CUTTING THICKNESS 

MATERIAL ACRYLIC MDF RUBBER STAINLESS CARBON 

Thickness/mm 30 20 10 2 2 

 

 

280W CUTTING SPEED 

MATERIAL THICKNESS (mm) (M/min) MAX SPEED 

 

STAINLESS STEEL  

1 3 

1.2 1.6 

2 1.2 

 

CARBON STEEL 

1 2 

2 1.6 
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CHOOSE WISELY 

PREPARATION BEFORE ORDER: 

Power Supply 

 
 

（1 ）Rated output voltage : 380V  

（2）Voltage Frequency  : 50Hz 

（3）Three-phase voltage stability: +5% 

（4）Output voltage regulation 

Position to Show 

Machine 

 

 
 

Put machine evenly on ground. Position follows 

6 “No rules-no inflammable, no 

explosive, no volatile solvent, no dust, no 

corrosion, no fumes. 

Cutting Assisted 

Gas 

 

 
Oxygen 

 

When using oxygen as assisted gas, the 

pressure is to be up to 1MPa and purity of 

99.9%; when cutting iron, an additional small 

carburetor has to be added with vaporization 

capacity 30NM3/H or vaporization flow amount 

50NM3/H. 

 

 

 
Nitrogen 

 

N2 cut for stainless steel, its pressure reaches 

2MPa, in other name 20KG, purity 

of 99.999%; A capacity for Carburetor is 50N3/H 

with design pressure 2.5MPA. 

When using with small cylinder of N2 for cutting, 

a high pressure nitrogen meter 

is a must with range from 0 to 6MPa. 

 

 Air cut mainly used in cutting for thin sheet 

steel: It is better to use the screw type air 

air compressor (stable pressure of 1.2MPa, the 

displacement of 100 L /min). Prepare 

with you a 3- grade filtration device  (Q.P.S) 

and that equipped with air dryer (treatment 

capacity 2.5Nm2/min), an air storage tank (0.6 

cubic meters). Recommend to select the 

quality filter, the higher the configuration, the 

least possibility of being contaminated the 

protective lens by oil and water. Thus, the 

cutting effect is better. ) 
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CHOOSE WISELY 

 
 

 

 

 

 

 

 

1. Delivery at your site within UAE.  

2. Training & Installation by our skilled Engineers at your site.  
 

 

 

 
 

 

 

 

 

 

 

 
 

 

1. Two years warranty (One year spare parts & 2nd year free Service). 

Except for consumable items e.g Nozzle, Lens etc.  

2. Complaint will be solved within 12 working hours, by our in-house skilled Engineers.  
 

 

 

 

MACHINE TESTING & EVALUATION:  
 

From the mechanical debugging aspects, our machine precision is better than other suppliers 

for: 

 Using the following instruments to test the mechanical precisions, including: 

 Collimation degree test 

 Straightness accuracy test 

 Parallelism test 

 Mable measuring scale and dial indicator 

 Laser interferometer instrument 

 Gantry Milling Machine to guarantee machine cutting accuracy 

 

 

 

Machine Video:  
https://www.youtube.com/watch?v=bCAn6ypTprA 

https://www.youtube.com/watch?v=743cbSga6YQ 

 

DELIVERY & INSTALLATION: 

AFTER SALES SERVICE:  

https://www.youtube.com/watch?v=bCAn6ypTprA
https://www.youtube.com/watch?v=743cbSga6YQ

